ADDENDUM No. 3
KOFRANJA WASTEWATER TREATMENT PLANT

Central Tender No. (253/2008)


  


1- Find enclosed herewith three page containing answers to the queries received from the tenderers. 
2- You are kindly requested to confirm the receipt of this addendum. 

This addendum shall be considered as an integral part to the Invitation to Tender.

Eng. Mohammad Khaled Alhazaimeh
Chairman of Central Tenders Committee
Director General





CC:  Minister of Water and Irrigation/ WAJ.
       : Minister of Public Works and Housing
       : Internal Monitoring Unit
       : KfW
      :  Bidding Director 
       : File No. (253/2008) 

العطاء المركزي رقم (253/2008) الخاص بإنشاء  محطة تنقية كفرنجة

الاجابة على اسئلة واستفسارات المناقصين لتنفيذ أعمال العطاء اعلاه.

Addendum No.3

Project: Construction of Kofranja Wastewater Treatment Plant 
              Tender No. (253/2008)

In regard to the existing lagoon, please clarify the following:

Q1: Should the partition wall inside the lagoon be demolished during the rehabilitation of lagoon lining?
A1: No. However the partition wall shall be inspected and any structural deficiencies shall be reported to the Engineer.


Q2: At what stage should we empty and clean this lagoon, and how could we control the distribution of the effluent water to the farmers during the stoppage of this lagoon?
A2: This shall be determined by the contractor in accordance with his work plan. The work may be delayed until the main works are completed and the flow is diverted and it may be expected that the irrigation demand will be less in winter. However, any stoppage must be coordinated with the farmers and shall be for a limited time. If necessary, temporary pump arrangements may be required.
 

Q3: has this lagoon been cleaned before? If yes then please give us the date, and the sludge thickness inside it?
A3: Yes, in June 2010. Approximately 0.5m of sludge was removed.


Q4: as per BOQ item 16.1.2 the requested thickness of the impermeable HDPE membrane is 0.5mm- is this thickness applicable? Please provide us with the required specifications.
A4: 0.5mm is confirmed. This shall be modified on the drawing. The specification is attached.
End

